
INOUT

USO INTERNO

VERTICALE 127 MM

TEXNET
FILTRANTE

TX.0101

TX.0102

TX.0105

TX.0151

Bianco

Beige

Grigio chiaro

Grigio

TX.5901TX.5907
Grigio / NeroMarrone scuro

TEXNET
screen



TEXNET
FILTRANTE

La tonalità del colore delle tende potrà subire delle variazioni, pertanto l’azienda non si ritiene in alcun modo responsabile per questo inconveniente

FATTORE DI APERTURA
Openess factor
Faktor von Öffnung

± 3%

Tessuti per tende verticali 
Fabrics for vertical blinds 
Gewebe für Vertikallamellen 

Tessuti per tende rullo 
Fabrics for roller blinds 
Gewebe für Rollo's 

Tessuti per tende plissé 
Fabrics for pleated blinds 
Gewebe für Plissee 

Inlight fabrics 

SemiLight fabrics 

BlockLight fabrics 

SCREEN 

Classificazione energetica (protezione dal calore estivo) 
dei prodotti Tenditalia secondo la EN 14501:2006 (classi 
di efficienza energetica) 

Spessore <  0,25mm 
Thickness <  0,25mm 
Stoffdicke <  0,25mm 

Manutenzione 
Pulire con panno umido 
Maintenance 
Clean with a damp cloth 
Pflege - und Reinigungshinweise 
Bedingt feucht abwischbar 

Esente da PVC e alogeni 
PVC and halogen free 
PVC - und halogenfrei 

Corretta illuminazione nei posti di lavoro 
Guarantees proper lighting of the work environment, especially for 
computer work stations. Eliminates abnormal reflections of light and 
excessive lighting, protecting users from eyesightfatigue 
Korrekte Beleuchtung im Arbeitsumfeld 

Abbaino 
Dormer window 
Dachfenster 

Antiacaro 
Dust mite control 

Protezione da muffe e batteri 
Guarantees product resistance to attacks and insurgence of bacteria and 
moulds 
Optimaler Schutz in Feuchträumen – fungizid und bakteriostatisch 

Maneggiare con cura 
Handle with care 
Vorsichtig behandeln 

Il trattamento Teflon® di DuPont garantisce la protezione del tessuto dallo 
sporco e dalle macchie a base acquosa e oleosa 
DuPont Teflon® fabric protector provides soil and stain resistance, oil or 
water based Die schmutzabweisende Ausrüstung 
Teflon® von DuPont schützt Gewebe gegen Flecken auf Wasser u.- Ölbasis 

Prodotto privo di formaldeide 
Formaldehyde Free 
Ohne Formaldehyd 

Tessuto ignifugo 
Flame retardant fabric 
Schwerentflammbare Gewebe 

Controllo da parte di un ente esterno 
Guarantees further product testing by an external testing organism 
Freiwillige Fremdüberwachung durch Sächsisches Textilforschungsinstitut 

ESTERNO 
EXTERIOR 
AUSSENBEREICH 

INTERNO 
INTERIOR 
INNENBEREICH 

STAMPABILE 
PRINTABLE 
BEDRUCKBAR 

Larghezza rotoli (mm) 
Rolls width (mm) 
Warenbreite (mm) 

Thanks to the creativity and high professional quality of the technical staff, as well as the company's capacity to foresee future market trends, Tenditalia is able to offer immediate and extremely 
efficient solution in answer to the technical and appearance needs required by its customers. 
Constantly updated high tech equipment guarantees the extremely high quality of the Tenditalia product range. 

Tessuti per tende pannello 
Fabrics for  panel blinds 
Flächenvorhänge 

Lunghezza rotoli (m) 
Rolls lenght (m) 
Rollenlänge (m) 

infoSymbols 

infoSymbols 

Applicazione/Application/ Anwendung  

Comportamento alla luce/Behaviour to the 
light/Lichtreflektion   

Specifiche di prodotto/Product 
specification/Produktleistungen 

Impiego/Use/die Anwendung Specifiche di prodotto/Product specification/Produktleistungen 

Energy classification (summer protection) of Tenditalia’s solar protection products 
according to EN 14501 (energetic efficency class). Energetische Klassifizierung 
(sommerlicher Wärmeschutz) von tenditalia Sonnenschutzprodukten nach 
Leistungsklassen in Anlehnung an EN 14501 

G-tot ≤ 0.35 

Proprietà di fonoassorbenza 
Acoustic absorption 
Schallhemmung 

Proprietà di fonoassorbenza
Acoustic absorption
Schallhemmung
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IGNIFUGO CLASSE 1
Class 1 fire-retardant
Feuerhemmend Klasse 1

DESCRIZIONE MATERIALE
Description of the material
Beschreibung des Materials

PESO (g/mq.)
Weight (g/mq.)
Gewicht (g/mq.)

SPESSORE (mm.)
Thickness (mm.)
Dicke (mm.)

LARGHEZZA TESSUTO
Fabric width
Stoffbreite

COMPORTAMENTO ALLA FIAMMA
Fire reaction
Feuerverhalten

70 % PVC - 30 % POLIESTERE
70 % PVC - 30 % Polyester
70 % PVC - 30 % Polyester

420 ± 20

0,60 ± 0,02

12,7 cm.

MANUTENZIONE
Maintenance
Wartung

PULIRE CON PANNO UMIDO
Clean with damp cloth
Mit einem feuchten Lappen reinigen

STABILITÀ ALLA LUCE
Light fastness
Lichtechtheit

≥ 6 (UNI EN ISO 105-B02)

COMPORTAMENTO ALLA LUCE 
Behaviour to the light

Lichtreflektion

72 26 2

TX.0151

TX.5907

TX.5901

COMPORTAMENTO AL CALORE 
Behaviour to the heat

Warmereflektion

R ** T ** A ** R ** T ** A **COLOR ± 2% COLOR ± 2%

TX.0101
TX.0102

TX.0105

67 20 13

56 11 33
43 9 48
15 2 83

5 2 93

62 27 11
59 23 18

50 14 36
37 10 53
13 2 85

6 2 92

TX.0151

TX.5907

TX.5901

TX.0101
TX.0102

TX.0105

** R= Riflessione; T= Trasmissione; A= Assorbimento


